
DESCRIPTION

• Force®8 Half-mask with PressToCheck™ P3 R D Filters

The Force®8 twin cartridge half mask with Typhoon™ valve

offers superior low breathing resistance and a 4-point

suspension harness with quick-release buckles. The mask is

made with a durable thermoplastic rubber offering a superior

fit to most face shapes. The mask accepts the full range of low

profile Force®8 filters giving the Force®8 the flexibility to be

used for many applications, providing filtering protection

against particulates, many gases and vapours. Comfort

Durable thermoplastic rubber mask for superior fit to most

face shapes. Harness Fully adjustable 4-point cradle

suspension ensuring an effective facial fit. CR2 Reflectivity

Reflective strips create increased visibility in low-light

environments for added safety. Typhoon™ Exhalation Valve

Low resistance exhalation valve for easy breathing, with

stable mask configuration. Force® Filters Cost effective

Force®8 filters available with low profile angle for minimum

visual impairment. Conforms to EN 140 (Face piece), EN

14387:2004 (Filter performance), EN 143:200 (Filter

performance) Features & benefits 

• Daily Face Fit Reassurance 

• Passes dolomite 

• Protection against construction dust 

• Improved hygiene 

• Inhalation valve for easy maintenance 

• Low profile covers protect filters 

• Conforms to EN 143 

 

SIZE AVAILABILITY

ONE SIZE - ONE SIZE 

Your Product datasheet 

RP073      FORCE 8 MASK C/W PRESS TO CHECK P3 FILTER (BHT0A3-

0L5-N00)
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